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WHJWNER. 91t DEVELOPER, CONTRACTOR AND/OR THEIR 
AUTHORIZED AGENTS SHALL EACH DAY REMOVE ALL 
SEDIMENT MUD. CONSTRUCTION DEBRIS. OR OTHER 
POTENTIAL POLLUTANTS THAT MAY HAVE BEEN 
DISCHARGED TO. OR ACCUMULATED IN. THE PUBLIC RIGHT 
OT WAY OF 135TH AVENUE. 

2 ADDITIONAL CONSTRUCTION SITE DISCHARGE BEST 
MANAGEMENT PRACTICES MAY BE REQUIRED OF THE 
OWNER AND HIS OR HER AGENTS DUE TO UNFORESEEN 
EROSION PROBLEMS OR IF THE SUBMITTED PLAN DOES 
NOT MEET THE PERFORMANCE STANDARDS SPECIFIED BY 
THE CITY OF WLLISTON NORTH DAKOTA. TEMPORARY OR 
PERMANENT STABILIZATION PRACTICES WILL BE INSTALLED 
ON DISTURBED AREAS AS SOON AS PRACTICABLE AND NO 
LATER THAN FOURTEEN (14) DAYS AFTER THE 
CONSTRUCTION ACTIVITY IN THAT PORTION OF THE SITE 
HAS TEMPORARILY OR PERMANENTLY CEASED. SOME 
EXCEPTIONS MAY APPLY. 

3 AT A MINIMUM. THE CONTRACTOR OR HIS AGENT SHALL 
INSPECT ALL DISTURBED AREAS. AREAS USED FOR 
STORAGE OF MATERIALS AND EQUIPMENT THAT ARE 
EXPOSED TO PRECIPITATION. VEHICLE ENTRANCE AND EXIT 
LOCATIONS. AND ALL BMPS WEEKLY. AND WITHIN 
TWENTY-FOUR (24) HOURS AFTER ANY RAIN EVENT OF 
0 5 INCHES OR MORE. THE CONTRACTOR OR HIS AGENT 
SHALL UPDATE OR MODIFY THE STORMWATER POLLUTION 
PREVENTION PLAN AS NECESSARY. SOME EXCEPTIONS TO 
WEEKLY INSPECTIONS MAY APPLY, SUCH AS SUSPENSION 
OF LAND DISTURBANCE ACTIVITIES. 

4 ACCUMULATED SEDIMENT IN BMPS SHALL BE REMOVED 
WITHIN SEVEN (7) DAYS AFTER A STORMWATER RUNOFF 
EVENT OR PRIOR TO THE NEXT ANTICIPATED STORM 
EVENT WHICHEVER IS EARLIER. SEDIMENT MUST BE 
REMOVED WHEN BMP DESIGN CAPACITY HAS BEEN 
REDUCED BY 50 PERCENT OR MORE. 

GRAPHIC SCALE 

( IN FBI ) 
1 inch - 200 ft 

SEDIMENT. ORGANIC MATTER 
AND NATIVE SEEDS ARE 
CAPTURED BEHIND THE ROLLS. 

NOTE: 
STRAW ROLLS MUST BE 
PLACED ALONG SLOPE 
CONTOURS W/ 1" * 1* 
STAKE. TYP. 

LEGON: 
STRAW WATTLES 

LIMITS OF CONSTRUCTION 

STRAW BAILES (SEE DETAIL) 

SILT FENCE (SEE DETAIL) 

STRAW WATRLES (SEE DETAIL) 

STABILIZED CONSTRUCTION ENTRANCE 
AND TIRE WASH AREA (SEE DETAIL) 

FENCE POST 
(SPACING 8-0 C. TO C.) 

FABRIC 
(3*—0" W 

WIRE OR NYLON 
BOUND BALES 
PLACED ON 
THE CONTOUR 

(2) RE-BARS. STEEL 
PICKETS. OR 2" X 2" 
STAKES 1-1/2" TO 2" 
IN GROUND 

imfflftfflNG DETAIL 
N.T.S. 

STRAW BALES 
(ON-SITE) 

D50 SIZED GRAVEL 
(>3*) 

DIG 6" WIDE & DEEP 
TRENCH. BURY 30TT0M 
1-0" OF FABRIC. TAMP IN PLACE. 

SILT FENCE DETAIL 
STABILIZED CONSTRUCTION ENTRANCE SECTION 
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